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BRIGHTEST
AND STRONGEST

ALLIN ONE SOLAR STREET LIGHT
IN THE WORLD

Mote: The actual product shall prevall
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Double Cooling System

Extend LED and Battery
Working Lifetime
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Self Cleaning Solar Street Light-
Brightest and Strongest Solar
Street Light

1. Maitenance Free
2.5 Years Warranty .

3. Specially Disigned for Government Project

WITHOUT

SELFCLEANING
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Intelligent Self Cleaning
Solar Street Light

Technical Parameter
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1500 SOLAR LED LIGHT
R A0 )
INDUSTRIES SPECIFICTIONS

LITHIUM-ION BRTTERY

1.1 TECHNICAL PARAMETERS
MODEL BRA-SP-150
LED QUANTITY (PCS) 126
MODULE QUANTITY (PCS) 3
POWER 1500

1500 SOLAR LED LIGHT
R A0 )
INDUSTRIES SPECIFICTIONS

1.2 PRODUCT
DIMENSIONS

SOLAR PANEL

MONOCRYSTALLINE SILICON OF 36V/160W

PACKAGING

BATTERY MODEL 32650

GRADE A LITHIUM ION 48RH/24V

WEIGHT C(LBS?

15+5%

ADJUSTABLE ANGLE OF MODULE <+15°)

YES

PRODUCT DIMENSION C(INCHES>

73X20X3.4+5%

ENVIRONFMENTA L

TEMPERATURE

DISCHARGING TEMPERATURE (f>

-49 TO 14@°

CHARGING TEMPERATURE <f>

-4°9 TO 14@°

STORAGE TEMPERATURE <(f>

329 TO 113°

INSTALLATION

WORKING TIME UNDER FULL POWER 12H
WORKING TIME UNDER SMART POWER CONTROL 84H
CHARGING TIME (1,008W/M2) 7H
PROTECTION GRADE IP65 1P65
PHOTOELECTRIC PARAMETER
COLOR TEMPERATURE (K) 3,000-6,500K
CRI (RA) 70
LUMENS (LM) 18,000
INTELLIGENT MODE YES

WORKING UNDER RAINY DAYS

7 TO 10 DAYS

POLE DIAMETER (INCHES? 3.5

SCREW FIXATION YES

MAX WIND RESISTANCE (MPH> 130
INSTALLED HEIGHT (FEET? 32.6 - 39.4

INSTALLED DISTANCE (FEET?

98 - 118

(CONTINUED)




120 SOLAR LED LIGHT
DISTRIES SPECIFICTIONS

[

SOLAR PANEL

LITHIUM-ION BARTTERY

120 SOLAR LED LIGHT

NDUSTRIES SPECIFICTIONS (continuen)

1.2 PRODUCT
DIMENSIONS

PACKAGING

WEIGHT C(LBS?

63+5%

PRODUCT DIMENSION C(INCHES>

69X20X3.4+5%

ENVIRONFMENTAL

TEMPERATURE

DISCHARGING TEMPERATURE (f>

-49 TO 14@°

1.1 TECHNICAL PARAMETERS
MODEL BRA-SP-120
LED QUANTITY (PCS) 84
MODULE QUANTITY (PCS) 2
POWER 1204
SOLAR PANEL MONOCRYSTALLINE SILICON OF 36V/140U
BATTERY GRADE A LITHIUM ION 35AH/24V
ADJUSTABLE ANGLE OF MODULE (+15°) YES
WORKING TIME UNDER FULL POWER 12H
WORKING TIME UNDER SMART POWER CONTROL 84H
CHARGING TIME (1,000W/M2) 7H
PROTECTION GRADE IP65 IP65

CHARGING TEMPERATURE <f>

-4°9 TO 14@°

PHOTOELECTRIC

PARAMETER

STORAGE TEMPERATURE <(f>

329 TO 113°

COLOR TEMPERATURE <K?

3.000-6.500K

INSTALLATION

CRI <RAY 70
LUMENS <(LM> 14,400
INTELLIGENT MODE YES

WORKING UNDER RAINY DAYS

7 TO 10 DAYS

POLE DIAMETER (INCHES? 3.5
SCREW FIXATION YES
MAX WIND RESISTANCE (MPH> 130
INSTALLED HEIGHT (FEET? 32.6 - 39.4
INSTALLED DISTANCE (FEET? 98 - 118




INDUSTRIES

We Spezcalise cu rea Lighting

909-646-2129
&7 12 leelandic St. *» Eagvale, CA 92880

wiwnwsbranson-ind.com
Lic 1 11 54BE




